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Flex series Indoor Led Flexible Module



FLEX2

PIXEL PITCH 2.5 mm

module size:

400x300 mm

FLEX4

PIXEL PITCH 4.0 mm

module size:

288x144 mm

FLEX3

PIXEL PITCH 3.0 mm

module size:

288x144 mm

FLEX6

PIXEL PITCH 6.0 mm

module size:

288x144 mm
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FEATURES

- Flexible, it' s capable of being convex or concave

- High performance

- Super Thin

- Lightweight

- Integration System, separate power supply system and data 

transmission system to central management

- Easy Installation, full backup magnets system

- Multifunction

- Easy maintenance
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SPECIFICATIONS
FLEX2 FLEX3 FLEX4 FLEX6

Pixel Pitch 2.5 mm 3.0 mm 4.0 mm 6.0 mm

LED Arrangement Nationstar Nationstar Nationstar Nationstar

Driver mode Constant Current Constant Current Constant Current Constant Current

Pixel Density 160,000 pixels/m2 111,111 pixels/m2 62,500 pixels/m2 27,778 pixels/m2

Brightness 1000 nit 1000-1150 nit 1000-1150 nit 1000-1150 nit

Module Size 400x300 mm 288x144 mm 288x144 mm 288x144 mm

Module Resolution 160x160 pixel 96x48 pixel 72x36 pixel 48x24pixel

Module Weight 1.38 kg (including receiver card) 0.36 kg 0.36 kg 0.36 kg

Max Power 

Consumption
650W/m2 480W/m2 480W/m2 480W/m2

Consumption 216W/m2 160W/m2 160W/m2 160W/m2

View Angle 140°H / 140° V 140°H / 140° V 140°H / 140° V 140°H / 140° V

Min View Distance 

(m/ft)
1.79m/5.87 2.15m/7.05 2.86m/9.38 4.3m/14.1

Refresh Rate 1920 Hz 1920 Hz 1920 H 1920 Hz

Operating Temp. 0° - +40° 0° - +40° 0° - +40° 0° - +40°

Operating Humidity 10 – 95% RH 10 – 95% RH 10 – 95% RH 10 – 95% RH

LED Life 100.000 hours 100.000 hours 100.000 hours 100.000 hours

Protection Level IP20 IP20 IP20 IP20

Operation Power 100-240 VAC; 47-63 Hz 100-240 VAC; 47-63 Hz 100-240 VAC; 47-63 Hz 100-240 VAC; 47-63 Hz

Installation Type fixed fixed fixed fixed

Receiver's loading 

capability
1 tiles 2 tiles wide x 5 tile height 3 tiles wide x 7 tile height 4 tiles wide x 8 tile height

Working 

Environment
indoor indoor indoor indoor
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LED FLEXIBLE MODULE  FLEX2

SIZE: 15.74"x11.81" (400x300 mm)

WEIGHT: 3.04 lb (1.38kg – including receiver

card)

ORDER CODE: UNILFLEX2

LED FLEXIBLE MODULE FLEX3

SIZE: 8.97"x4.48" (228x144 mm)

WEIGHT: 0.79 lb (0.36 kg)

ORDER CODE: UNILFLEX3

LED FLEXIBLE MODULE FLEX4

SIZE: 8.97"x4.48" (228x144 mm)

WEIGHT: 0.79 lb (0.36 kg)

ORDER CODE: UNILFLEX4

LED FLEXIBLE MODULE FLEX6

SIZE: 8.97"x4.48" (228x144 mm)

WEIGHT: 0.79 lb (0.36 kg)

ORDER CODE: UNILFLEX6

288 mm

7.5 mm

400 mm
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FLEXIBILITY FEATURES MAINTENANCE

LED FLEXIBLE MODULE FLEX3 

FLEX4 FLEX6

SIZE: 8.97"x4.48" (228x144 mm)

Magnet Inside

Fast and easy assembly

Diametro Minimo 

Convesso 

275 mm
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Head office
E-mail : info@unitechdigitalmedia.com

Add : Corso Italia 431A, Quarto 80010  (Napoli)  Italy

Tel : +39 - 335-8010444 |+39 - 081-8063500

WEB: https://unitechdigitalmedia.it

https://www.unitech.lighting
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