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C31i is the best you can find in terms of lightness and minimal structure. Screen body is 
thick 70mm only, screen and holding structure weight less than 18 kg/mq. Its 
transparent design allows you to create all fantastic effects you wish.  
C31i is waterproof and windproof. Some properties: 70% transparent rate ventilated 
and transparent, air convection design, heat dissipation quickly; high integrated design, 
50% power saving than the traditional screen. C31i doesn't need external AC, as 
integrated in the box, so saving cost.  
It's very easy to install, to hoist and to replace, also thanks to small size and lightness. 
C31i can be used in city landscape modeling, building walls, huge stage background, 
brige rivers and dams landscape. 
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FEATURES 
 

- Waterproof and windproof. 
- Screen body thickness 70 mm. 
- Screen and holding structure <20 kg/mq. 
- Transparent rate >45%. 
- Arc assembly: ergonomics design, quick lock up; adjustable gap, ensure full screen  
  seamless; support rapid installation and disassembling, saving time and effort. 
- Signal lights: power and signal integration transmission cable; built-in power supply  
  and receiving card; red signal lights, integrated work lights and test button. 

C15i  LED DISPLAY 
 

SIZE: 59.09"x9.84" (1500x250mm) 
WEIGHT: 34.8 lb (15.8 kg) 
ORDER CODE: UNILCIC15i 
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C31i SPECIFICATIONS 
Pixel Pitch 31,25 mm 
Pixel Density 1024 pix/mq 
Module Resolution 48 x 8 
Transparent Rate ≥70% 
Brightness ≥6000 cd/mq 
Weight 15,8 kg/mq 
Max Power Consuption 400 W/mq 
Lightbar Arrangement Horizontal and vertical 
Visual Angle  H 120° V60° 
Protection Grade IP66 
Pixels Configutation 1Dot/Pixels 
Module Size 1500x250 mm 
LED Type DIP3in1 
Encapsulation type 570 
Wavelength R: 625-630mm G: 515-520mm B: 465-470mm 
Color Temperature 4500-25000 K adjustable 
Operating Power AC 100-240V 50-60Hz 
Continuous Working Time ≥72 Hours 
MTBF ≥10000 Hours 
Pixel out of control rate <1/10000 (industry standard) 
Using Ambient Temperature -40°C ~+80°C 
Humidity 10°C~95°C 
Gray Scale 14 – 16 Bit 
Frame Rate ≥60H 
Refresh Rate ≥3000Hz 
Calibration Support point by point correction 
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C15i is the best you can find in terms of lightness and minimal structure. Screen body is 
thick 70mm only, screen and holding structure weight less than 20 kg/mq. Its transparent 
design allows you to create all fantastic effects you wish.  
C15i is waterproof and windproof. Some properties: 45% transparent rate ventilated and 
transparent, air convection design, heat dissipation quickly; high integrated design, 50% 
power saving than the traditional screen. C15i doesn't need external AC, as integrated in 
the box, so saving cost.  
It's very easy to install, to hoist and to replace, also thanks to small size and lightness. 
C15i can be used in city landscape modeling, building walls, huge stage background, 
brige rivers and dams landscape. 
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FEATURES 
 

- Waterproof and windproof. 
- Screen body thickness 70 mm. 
- Screen and holding structure <20 kg/mq. 
- Transparent rate >45%. 
- Arc assembly: ergonomics design, quick lock up; adjustable gap, ensure full screen seamless;  
  support rapid installation and disassembling, saving time and effort. 
- Signal lights: power and signal integration transmission cable; built-in power supply and  
  receiving card; red signal lights, integrated work lights and test button. 

C31i  LED DISPLAY 
 

SIZE: 59.09"x9.84" (1500x250mm) 
WEIGHT: 39.6 lb (18 kg) 
ORDER CODE: UNILCIC15i 
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C15i SPECIFICATIONS 
Pixel Pitch 15,625 mm 
Pixel Density 4096 pix/mq 
Module Resolution 96 x 16 
Transparent Rate ≥45% 
Brightness ≥7000 cd/mq 
Weight 18 kg/mq 
Max Power Consuption 400 W/mq 
Lightbar Arrangement Horizontal and vertical 
Visual Angle  H 120° V60° 
Protection Grade IP66 
Pixels Configutation 1Dot/Pixels 
Module Size 1500x250 mm 
LED Type DIP3in1 
Encapsulation type 570 
Wavelength R: 625-630mm G: 515-520mm B: 465-470mm 
Color Temperature 4500-25000 K adjustable 
Operating Power AC 100-240V 50-60Hz 
Continuous Working Time ≥72 Hours 
MTBF ≥10000 Hours 
Pixel out of control rate <1/10000 (industry standard) 
Using Ambient Temperature -40°C ~+80°C 
Humidity 10°C~95°C 
Gray Scale 14 – 16 Bit 
Frame Rate ≥60H 
Refresh Rate ≥3000Hz 
Calibration Support point by point correction 

pr
of

es
si

on
al

 L
ED

 d
is

pl
ay

 
 

			UNITECH DIGITAL MEDIA ultra professional LED display company            MAIL_info@unitechdigitalmedia.com           WEB_www.unitechdigitalmedia.it   



P31i is the best you can find in terms of lightness and minimal structure. Its transparent 
design allows you to create all fantastic effects you wish.  
P31i is waterproof and windproof. Some properties: DC24V Input, to make long distance 
power support; 70% transparent rate, ventilated and transparent, air convection design, 
heat dissipation quickly; high integrated design, 50% power saving than the traditional 
screen. P31i doesn't need external AC, as integrated in the box, so saving cost.  
Thanks to front service installation it needs 60% space less for maintenance. P31i has a 
tough strong clip fixtures for installation, so it doesn't need iron structure.  
P31i can be used in city landscape modeling, building walls, huge stage background, 
brige rivers and dams landscape. 
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FEATURES 
 

- DC24V power input, perform long distance data transfer. 
- High purity aircraft aluminum back housing, heat dissipation size small, weight light. 
- Integrated completely sealed glue design, make proof levels the top stability. 
- Structure light, easy for delivery and installation, almost free iron structure in need. 
- Front services installation, 60% space less for maintenance. 

CURVED SHAPE RADIATION SHAPE CYLINDER SHAPE 

P31i  LED DISPLAY 
 

SIZE: 59.09"x9.84" (1500x250mm) 
WEIGHT: 33.06 lb (15 kg) 
ORDER CODE: UNILCIP31i 
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P31i SPECIFICATIONS 
Pixel Pitch 31,25 mm 
Pixel Density 1024 pix/mq 
Module Resolution 48 x 8 
Transparent Rate ≥70% 
Brightness ≥6000 cd/mq 
Weight 15 kg/mq 
Max Power Consuption 400 W/mq 
Lightbar Arrangement Horizontal and vertical 
Visual Angle  H 120° V60° 
Protection Grade IP66 
Pixels Configutation 2Dot/Pixels 
Module Size 1500x250 mm 
LED Type DIP3in1 
Encapsulation type 570 
Wavelength R: 625-630mm G: 515-520mm B: 465-470mm 
Color Temperature 4500-25000 K adjustable 
Operating Power AC 100-240V 50-60Hz 
Continuous Working Time ≥72 Hours 
MTBF ≥10000 Hours 
Pixel out of control rate <1/10000 (industry standard) 
Using Ambient Temperature -40°C ~+80°C 
Humidity 10°C~95°C 
Gray Scale 14 – 16 Bit 
Frame Rate ≥60H 
Refresh Rate ≥3000Hz 
Calibration Support point by point correction 
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