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Net series 
Indoor & Outdoor Led Display



No more limits to your fantasy with the brand new Unitech's NET series video 
panels! 
The last generation NET series led displays are very versatile products, usable for 
great installations and captivating sceneries too. NET series led displays allow you 
to create fantastic lighting sceneries without any problems thanks to their light 
weight. NET series is composed by different models so that you can find the most 
suitable to you needs. Furthermore the size can be customized: 
 

- NET 3 with 37.5 mm pixel pitch is a flexible screen display for rental and 
staging, ultra light, super transparent, very easy curved.  

NET series
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- NET 5 with 56.25 mm pixel pitch is a transparent led display screen for rental 
and staging, ultra light, super transparent. 

- NET 3 HD is a curved led display ultra light, super transparent, easy to install.  
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- NET 5 HD is a soft led screen ultra light, super transparent, easy to install. 

- NET 7 HD is an indoor and outdoor LED curtain screen, ultra light,  
super transparent, easy to install.  
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NET 3 
 

- Ultra flexible design make it can be curved freely to achieve creative shapes like arch, 
circle, wave, customized size available. 
- 70% transparency rate, easy for stage light, fog, lasers go through the screen to create 
superb visual effect. 
- Fast inter-panel locks make it quick and easy to set up and dismantle large-scaled screen, 
no tools required. 
- Quick hanging up by using the following two pieces of connector. 
- LED strips can be taken out to satisfy various creative ideas. 
- Head and tail of the panel, with waterproof connectors. 
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NET 5 
 

- Ultra flexible design make it can be curved freely to achieve creative shapes like arch, 
circle, wave, customized size available. 
- 81% transparency rate, easy for stage light, fog, lasers go through the screen to create 
superb visual effect. 
- Fast inter-panel locks make it quick and easy to set up and dismantle large-scaled screen, 
no tools required. 
- Quick hanging up by using the following two pieces of connector. 
- LED strips can be taken out to satisfy various creative ideas. 
- Head and tail of the panel, with waterproof connectors. 
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NET 3HD 
 

- Ultra flexible, easy to form a flat screen or curved to match with irregular shaped building 
facade, both pixel pitch, panel size and panel color can be customized. 
- High transparency maximizes the natural light get inside of the building, also ensuring the 
screen has great ventilation and wind-resistance function. 
- Fast inter-panel locks make installation quick and easy especially for a large-sized screen. 
- Ultra light, a simple installation structure is enough to hold the screen. Panels can be well 
fixed by locking the following two pieces of connector on installation structure. 
- Both single LED strips and LED dot can be taken out for repair or replacement, which 
make service much more convenient. 
- Head and tail of the panel with waterproof connectors. 
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NET 5 HD 
 

- Ultra flexible, easy to form a flat screen or curved to match with irregular shaped building 
facade, both pixel pitch, panel size and panel color can be customized. 
- High transparency maximizes the natural light get inside of the building, also ensuring the 
screen has great ventilation and wind-resistance function. 
- Fast inter-panel locks make installation quick and easy especially for a large-sized screen. 
- Ultra light, a simple installation structure is enough to hold the screen. Panels can be well 
fixed by locking the following two pieces of connector on installation structure. 
- Both single LED strips and LED dot can be taken out for repair or replacement, which 
make service much more convenient. 
- Head and tail of the panel with waterproof connectors. 
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NET 7 HD 
 

- Ultra flexible, easy to form a flat screen or curved to match with irregular shaped building 
facade, both pixel pitch, panel size and panel color can be customized. 
- Both single LED strips and LED dot can be taken out for repair or replacement, which make 
service much more convenient. 
- Head and tail of the panel with waterproof connectors.  
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SPECIFICATIONS 
NET 3 NET 5 

Pixel Pitch 37.5mm 56.25mm 
Pixel Configuration 1*SMD3535 1*SMD3535 
Panel Size 300*4800 mm  450*7200 mm  
Panel Resolution 8*128 8*128 
Panel Weight 5.8 kg 7.8 kg 
Brightness 1200 nits 800 nits 
IP Rating(Front/Rear) IP65 IP65 
Refresh Rate 1000 Hz 1000 Hz 
Transparency Rate 70% 81% 
Scan Mode Static Static 
Max Power Consumption 400 W/Panel 400 W/Panel 
Color Processing 16 bit 16 bit 
Viewing Angle（H/V） 140°/140° 140°/140° 
Operating Temperature -20~40°C -20~40°C 
Main Power Source AC 100~240V; 50/60Hz AC 100~240V; 50/60Hz 
Input Voltage 7.5V DC 7.5V DC 
Humidity 10~90%RH 10~90%RH 
Life Time >50,000 Hours >50,000 Hours 
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SPECIFICATIONS 
NET 3 HD NET 5 HD NET 7 HD 

Pixel Pitch 37.5mm 56.25mm 75mm 
Pixel Configuration 4*SMD3535 6*SMD3535 8*SMD3535 
Panel Size  300*4800 mm 450*7200 mm 600*9600 mm 
Brightness 5000 nit 4000 nit 3000 nit 
Transparency Rate 55% 75% 85% 
Panel Weight 15kg 17kg 20kg 
Panel Resolution 8*128 8*128 8*128 
IP Rating(Front/Rear) IP65 IP65 IP65 
Refresh Rate 1000 Hz 1000 Hz 1000 Hz 
Scan Mode Static Static Static 
Max Power Consumption 1200 W/Panel 1200 W/Panel 1200 W/Panel 
Color Processing 16 bit 16 bit 16 bit 
Viewing Angle（H/V） 140°/140° 140°/140° 140°/140° 
Operating Temperature -20~40°C -20~40°C -20~40°C 
Main Power Source AC 100-240V; 50/60Hz AC 100-240V; 50/60Hz AC 100-240V; 50/60Hz 
Input Voltage 15V DC 24V DC 15V DC 
Humidity 10~90%RH 10~90%RH 10~90%RH 
Life Time >50,000 Hours >50,000 Hours >50,000 Hours 
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LED DISPLAY POWER CABLE TRUE1 
 

SIZE: 1ft (30 cm) long 
ORDER CODE: UNIPW03 
 

SIZE: 3.3ft (100 cm) long 
ORDER CODE: UNIPW1 
 

SIZE: 33ft (1000 cm) long 
ORDER CODE: UNIPW10 

LED DISPLAY NET 3 
 

SIZE: 11.8"x189.0" (300x4800 mm)  
WEIGHT: 12.8 lb (5.8 kg) 
ORDER CODE: UNILNET3 
 

LED DISPLAY NET 5 
 

SIZE: 17.7"x283.5" (450x7200 mm)  
WEIGHT: 17.2 lb (7.8 kg) 
ORDER CODE: UNILNET5 
 

LED DISPLAY NET 7 HD 
 

SIZE: 23.6"x378.0" (600x9600 mm) 
WEIGHT: 44.1 lb (20kg) 
ORDER CODE: UNILNET7HD 
 

LED DISPLAY NET 3 HD 
 

SIZE: 11.8"x189,0" (300x4800 mm) 
WEIGHT: 33.1 lb (15kg) 
ORDER CODE: UNILNET3HD 
 

LED DISPLAY NET 5 HD 
 

SIZE: 17.7"x283.5" (450x7200 mm) 
WEIGHT: 37.5 lb (17kg) 
ORDER CODE: UNILNET5HD 
 

	
	

pr
of

es
si

on
al

 L
ED

 d
is

pl
ay

 
 

			UNITECH DIGITAL MEDIA ultra professional LED display company            MAIL_info@unitechdigitalmedia.com           WEB_www.unitechdigitalmedia.it   

NET series



WIRING DIAGRAM 
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NET series

WIRING DIAGRAM 
 



SENDER 
 
 
 

SLAVE CONTROLLER (no for NET SERIES HD) 
 
  
 
 

ORDER CODE: UNISDBS6F 
 

 
 

CONTROLLER (PRELIMINARY) 
 

ORDER CODE: UNISCNET300 
ORDER CODE: UNISCNET450 
ORDER CODE: UNISCNET600 
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COMPARATIVE TABLE 
PIXEL  
PITCH PICTURE OF PIXEL PICTURE OF PANEL 

PIXEL 
CONFIGUR. BRIGHTNESS 

PANEL 
RESOLUTION 

TRASPARENC
Y RATE PANEL SIZE 

PANEL 
WEIGHT 

NET 3 3.75 mm 1*3535 1200 nits 8*128 70% 0.3x4.8m 5.8kg 

NET 5 56.25 mm 1*3535 800 nits 8*128 81% 0.45x7.2m 7.8kg 

NET 
3HD 3.75 mm 4*3535 5000 nits 8*128 55% 0.3x4.8m 15kg 

NET 
5HD 

	
56.25 mm	

	
6*3535 4000 nits 8*128 75% 0.45x7.2m 17kg 

NET 
7HD 

 
75 mm 

	
8*3535 3000 nits 8*128 85% 0.6x9.6m 20kg 
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