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P series Indoor Led Display



FEATURES

- Lightweight design for faster installation

- High precision arch locks for seamless

creative joining

- Patented corner guards for added

protection

- Easy to use quick maintenance

- Universal modules and mixed splice

to save costs
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P 2.6 P 3.9

Pixel Pitch 2.6 mm 3.91 mm

Physical Density 147456 65536

Led Type SMD1515 SMD2020

Led Configuration 1R1G1B

Brightness 1000 nits

Cabinet Resolution 192 * 192 / 192 * 384 128 * 128 / 128* 256

Module Resolution 96 * 96 64 * 64

Module Size 250*250mm

Module Weight 0,6 Kg 0,5 Kg

Module Thicknees 24,6 mm

Avarage Module Power 23,5W 22W

Scanning Mode 32 16

Cabinet Size 500*500*72mm / 500*1000*72mm

Weight 7,7 Kg / 12 Kg

Viewing Angle 160° (H) / 160° (V)

Gray Scale 14bit

Refresh Rate 3840 Hz 1920 / 3840 Hz

Working Temperature -20°C  /  +40°C

Storage Temperature -40°C  /  +80°C

Storage Humidity 10% / 90%

Maximum Power Consumption 500 W/mq

Average Power Consumption 125 W/mq

Input Voltage AC 110-240V

Cabinet Material die-cast aluminum

Working Life 100.000

Protection Level IP30

Installation Method Hanging stacking

Protection EMC, ETL, FCC



MORE PROTECTION

Corner protector design, solve the problem of lamp damage during 

transportation and installation
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Arc SplicingCorner ProtectorConvenient

Splicing

Light & ThinConvenient

Maintenance
Arc Splicing

Open 

the protector

Reset 

the protector

CONVENIENT MAINTENANCE,  INDEPENDENT OPERATION

The module and power box can be maintained separately without 

interference

ARC DESIGN

High precision corner lock cabinet, can be 

assembled into straight screen, curved surface



5
0
0

*
1
0

0
0

 
m

m
5

0
0

*
1
0

0
0

 
m

m
5

0
0

*
5
0

0
 
m

m

P seriesp
ro

fe
s
s
io

n
a
l
L

E
D

d
is

p
la

y

UNITECH DIGITAL MEDIA ultra professional LED display company            MAIL_info@unitechdigitalmedia.com WEB_www.unitechdigitalmedia.it

+Universal 

modules

Mixed 

Splicing

Convenient

Splicing

MIXED JUNCTION WITH UNIVERSAL MODULES

500 * 1000mm and 500 * 500mm cabinets apply common modules to save 

cost, and can be merged up and down to realize more creativity



250 mm
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LED DISPLAY  P 2.6

SIZE: 500x500x71mm / 500x1000x71mm

WEIGHT: 7,7 / 12 kg

ORDER CODE: UNILMP2.6 - 500/1000

LED DISPLAY  P 3.9

SIZE: 500x500x71mm / 500x1000x71mm

WEIGHT:  7,7/ 12 kg

ORDER CODE: UNILMP3.9 - 500/1000

500 mm 500 mm
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Doha Commercial Representative 

Contact : Renato Febbraio
E-mail : Renato@unitechdigitalmedia.com
Add : P.O. Box 30084 Doha Quatar
Tel: + 974 4441 7005 | +974 5018 8831 | +974 3303 6348

Head office
E-mail : info@unitechdigitalmedia.com

Add : Corso Italia 431A, Quarto 80010  (Napoli)  Italy

Tel : +39 - 335-8010444 |+39 - 081-8063500

WEB: https://unitechdigitalmedia.it

https://www.unitech.lighting
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